CONVECT 1Y
JALL

INSTALLATION AND OPERATING INSTRUCTIONS @
FOR TOWEL WARMER 7618-B15

LISTED

Dear OWNER,

Congratulations on the purchase of this new premium
electric heater from CONVECTAIR, manufacturer of the
highest quality heating products in the electrical industry.

To obtain the best results and the ultimate in perfor-
mance and comfort please carefully consult the installa-
tion and maintenance instructions shown in this manual.

WARNING

PLEASE READ CAREFULLY: These instructions are
essential to the safe installation and operation of this
Convectair heater.

1- YOUR HEATER MUST BE ENERGIZED BY A 120V POWER
OUTLET.

2- This Convectair heater could become wvery hot
when in use. Please use extra caution with young
children or persons sensitive 1o heat.

3- Do not insert or allow foreign objects to enter in the
openings on the front of the unit, as this may cause
an electric shock, fire, or damage to the heater.

4. To prevent any dangerous overheating, do not
deposit cloths directly on the unit. Keep com-
bustible materials, such as drapes, blinds, etc.
away from the heater. Do not install behind doors,
furniture, boxes or clothing.

5- This heater is equipped with a heating element that
becomes very hot. Do not install or use it in areas
where gasoline, paint or flammable liquids are
stored.

6- Use this heater only as described in this manual.
Any other use not recommended by Convectair
may cause fire, electric shock, or injury 1o persons.

PLANNING INSTALLATION:

1- Locate exact position where towel warmer is to be
installed.

2- Due to its weight, the unit should preferably be
affixed to wall studs or other wall reinforcement.
Otherwise use 4 auto-piercing “E-Z Ancor” faste-
ners (or equivalent).

3- Installation height for the unit can be adapted to
user's needs. Suggested installation height
is 40" (101.5 cm) but never less than 30" (76 cm)
from the floor. Minimum clearance for the sides is 6"
(10 em) and top is 12" (30.5 cm) from any surfaces.

INSTALLATION:

1- Draw horizontal line on the wall at 51 1/2° from the
flioor.

2- Free mounting bracket by pressing and pulling both
locking brackets at the back of the unit.

3- Hold mounting bracket to wall above the line and
mark the 4 holes to be pierced.

4- Remove mounting bracket and insert, if necessary,
the 4 auto-piercing “E-Z Ancor” fasteners,

5- Replace mounting bracket and fasten it with 4
SCrews.
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